Silicone Straight Hose

APPLICATIONS

Widely used in cooling, heating and air conditioning systems
in the automotive industry.

FEATURE
* No taste, no toxic, eco-friendly
* High temperature resistance

» Good air permeability

MATERIAL
High quality silicon rubber c/w 4 ply Plyester

TEMPERATURE
-40°C to 220°C

Nominal I.D. D. Working / Burst Length
Diameter (mm) Pressure per roll
(Inch) ((L19) (mt)

RSL - 025 17 25.0 34.0 9/27 1
RSL - 032 11/4” 32.0 41.0 9/27 1
RSL - 038 11/2” 38.0 47.0 9/27 1
RSL - 044 13/4” 44.0 53.0 9/27 1
RSL - 050 2" 51.0 60.0 9/27 1
RSL - 057 21/4” 58.0 67.0 9/27 1
RSL - 060 23/g” 60.0 69.0 9/27 1
RSL - 065 21/” 63.5 72.5 9/27 1
RSL - 070 23/4” 70.0 79.0 9/27 1
RSL - 075 37 76.0 85.0 9/27 1
RSL - 083 31/4” 83.0 92.0 9/27 1
RSL - 090 31/2” 89.0 98.0 9/27 1
RSL - 096 33/4” 96.0 105.0 9/27 1
RSL - 100 4’ 102.0 111.5 9/27 1
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