Belastningstabell for lgftehoder fra 0-45°
Master link assemblies 0-45°

European standard

EN 16774

Balanselokke/

Varenr Dim. WLL Topplokke/Master Link  Intermediate M.L. kg

ltem no. Code 4:1 tonn Betegn. Malimm  Betegn. Malimm N.W.
0301501| Q168 41 16.B.6 70x 120 13B56 | Blx 85 | 12
2| Q20B 6,5 20.B.7 90 x 170 16.B.6 70x120| 25
0301515| Q22B8 5.8 22B8 140 x 270 16 B6 | 70x120 | 35
3| Q22B 82 22B6 90 x 170 20B.6 80x150| 38

4| Q25B 10,7 25B6 100 x 190 20B6 80x150| 45

5| Q288B 129 28B6 | 1135x209 | 22B6 90x170| 64

6| 0Q32B A I e | 32B6 140 x 270 25B6 [100x190| 99

7| Q38B 281 38B.6 140 x 270 32B6 [140x270| 182

8| Q45B 383 45B.6 170 x 320 38B6 |(140x270| 27,7

9| Q50B 450 50.B.6 200 x 380 38B6 |140x270| 332

10| Q608 65,3 60.B.6 220 x 430 50B6 |200x380| 66,0

11| Q70B 840 70B6 250 x 500 60B6 [220x430| 103




